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Tip MONOBLOK  
Redüksiyon geçişli 

 

Type  

 

Ball Valve (1-piece body) 
Flanged 

Uygulama : Kimya ve endüstride Application : Chemical plants  
Industrial plants 

PN16/40 veya ANSI 150 - 300 
DN15 - DN150, 1/2" - 6" 

PN16/40 or ANSI 150 up to 300 
DN15 up to DN150, 1/2" up to 6" 
 

Gövde 
Küre 
Mil 
Conta 

: 
:
:
: 

304-316  
316 
316 
PTFE 

Body 
Ball 
Stem 
Seats 

: 
:
:
: 

304-316  
316 
316 
PTFE 

   

    

 

Tip 2-parçalı gövde 
Flanşlı 

 

Type  

 

Ball Valve (2-piece body) 
Flanged 

Uygulama  : Kimya ve endüstride 
 

Application : Chemical plants  
Industrial plants 

PN16/40 veya ANSI 150 - 300 
DN15 - DN300, 1/2" - 12" 

PN16/40 or ANSI 150 up to 300 
DN15 up to DN300, 1/2" up to 12" 
 

Gövde 
Küre 
Mil 
Conta  

: 
:
:
: 

304-316 
316 
316 
PTFE 

Body 
Ball 
Stem 
Seats 

: 
:
:
: 

304-316 
316 
316 
PTFE 

   

    

 

Tip 3-parçalı gövde 
Flanşlı 

Type  

 

Ball Valve (3-piece body) 
Flanged 

Uygulama  : Kimya ve endüstride 
 

Application : Chemical plants  
Industrial plants 

PN16/40 veyaANSI 150 
DN15 - DN150, 1/2" - 6" 

PN16/40 or ANSI 150  
DN15 up to DN150, 1/2" up to 6" 
 

Gövde 
Küre 
Mil 
Conta 

: 
:
:
: 

304-316 
316 
316 
PTFE 

Body 
Ball 
Stem 
Seats 

: 
:
:
: 

304-316 
316 
316 
PTFE 

   

    

 

Tip 2-parçalı gövde  
Firesafe sertifikalı 

 

Type  

 

Ball Valve (2-piece body) 
Firesafe certified 

uygulama  : Kimya ve endüstride 
 

Application : Chemical plants  
Industrial plants 

PN16/40 veya ANSI 150 
DN15 - DN150, 1/2" - 6" 

PN16/40 or ANSI 150  
DN15 up to DN150, 1/2" up to 6" 
 

Gövde 
Küre 
Mil 
Conta 

: 
:
:
: 

304-316 
316 
316 
PTFE+C 

Body 
Ball 
Stem 
Seats 

: 
:
:
: 

304-316 
316 
316 
PTFE+C 
 
 

 


